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Category
Model no.
Mobile

Portable

Panel Type

Lamp

Brightness

Lens F
f

Contrast {full on/full off)

Resolution Native
Maximum

H-Sync/V-Sync Range
Video Compatibility

Screen Size

Keystone Correction Range
Lens Shift

Weight

Dimensions WxHxD

Power Consumption
Terminals

Replacement Lamp
Optional Accessories

Optional Lens

Standard Accessories

Special Features

=1: Without lens cover, and not including protruding parts and legs.

Micra-Partable

PT-LB20S

055 p-SiLCDx 3

130 W UHMT™

1,400 lumens

1.8-19

17.0-20.4 mm

400:1

SVGA

UXGA

15-91 kHz/50-85 Hz

PAL, PAL-M, PAL-N, PALE0, SECAM, NTSC,
NTSC 4.43

33-3007

Vertical +30°

6:1 (fixed)

1.6 kg/3.5 Ibs

257 % 59 x 209 mm*!

10-3/32" x 2-11/32" x B-7/32" "
180 W

RGB (D-sub HD 15 pin % 1)
S-Video (Mini-DIN 4 pin x 1)
Composite video (RCA x 1)
Audio (RCA x 1, LUR)

ET-LAM1-C
ET-RM300 {Full-function remate control)
ET-PKM1 {Ceiling mount bracket)

Card-type remote control unit
Battery for remote control unit
Power cord

RGE cable

Soft case

Extra short throw lens
Projector Al

Speed start & direct power off
Anti-theft functions

07 pSiLCDx3

155 W UHMT™

2,000 lumens

1.8-21

22.0-26.2 mm

4001

SVGA

LIXGA

15-91 kHz/50-85 Hz

PAL, PAL-M, PAL-N, PALB0, SECAM, NTSC,
NTSC 4.43

33-300°

Vertical +30°

6:1 (fixed)

2.1 ko/4.7 Ibs

297 x 65 x 210 mm*!

11-11/16" x 2-9/16" x 8-1/4"

220 W

RGB (D-sub HD 15 pin x 2, RGB2 in/RGB1 out
switchable)

5-Video (Mini-DIN 4 pin x 1)

Composite video (RCA x 1)

Audio (RCA x 1, L/R)

Serial (Mini-DIN 8 pin x 1)

ET-LAB10

ET-RM300 (Full-function remate control)

ET-PKB30 (Ceiling mount bracket)

ET-ADSER (DIN 8 pin/D-sub 9 pin serial
adaptor)

Card-type remote control unit
Battery for remote control unit
Power cord

RGB cabila

Carrying bag

Daylight View, Quick operation with direct power
off, Projector Al, Extra short throw lens,
Anti-theft functions






